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Application

1. Hydromassage bathtub, SPA and bubble bath.
2. Boosting oxygen and air for nozzles and water nozzle,
oxygen increase

Features

- Series motor, compact design and provided easy
installation;

- High air pressure, high-frequency noise quiet and
long life;

- Casing made of high temperature resistant engineering
plastic;

- Motor is thermal protected against overheating; Safe
and stable,
equipped with fuse againsttoo high electric current;

- Insulation class F.

- The air blower obtained the certification of CE, TUV, SAA.

Working conditions

Transmission Medium: Dry air T
Environmental temperature: =40C L1 L2
Max.working pressure: 0.1MPa
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Technical parameter list
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PO W) 220240V 110-1207]  (MP | R
AP200-V2 | 200 | 1.2 2.0 0.006 0.8 <63 §~12 0.3
AP300V2 | 300 | 1.7 3.0 0.009 1.2 <65 8~16 0.4
AP400X-V2| 400 | 25 4.0 0.014 15 <69 1224 06 | =0 [290X160x175( 3670
AP700X-V2| 700 | 3.3 7.0 0.022 1.85 <71 16~32 0.8
AP400-V2 | 400 | 25 4.0 0.013 1.65 <68 12~24 0.6
AP700-V2 | 700 | 3.3 7.0 0.018 2.0 <70 16~32 0.8 28 |300%190 %215 2366
AP900-V2 | 900 | 45 9.0 0.025 24 <74 20~40 1.0
AP200-Vi | 200 | 12 2.0 0.008 11 <64 §~12 0.3
AP300-V1 | 300 1.7 3.0 0.011 1.3 <66 8~16 0.4 1.8 | 260X 160175 | 3982
AP400-V1 400 2.5 4.0 0.015 1.7 <70 12~24 0.6
APT00-V1 | 700 | 3.3 7.0 0.020 2.2 <72 16~32 0.8 26 |275%190%175 | 3170
APS00-V1 | 900 | 45 9.0 0.025 2.4 <76 20~40 1.0
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